The Hive Mindset

How BE- HyFE shapes holistic hydrogen experts
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14 partners

All of the BE universities

16 PhD topics

4,5 years

30 + companies
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16 topic
Entire value chain
Tech & non - tech

Internal rotation

Scientific & tech skills

TRAINING

Soft skills
Industrial orientation

Multi - disciplinarity

Our approach

—

COMMUNITY

Life - long network
Collab opportunities

International approach




Political structure A ETF to combine

More than research A all-rounders

Foundations for industrial innovation &

expertise at hand




Letds zoom in on some results
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HydrogenWeek 2022

B One week deep dive into H2 topics
B All 15 ESRs + extended community
B H2lectures, also vialive - stream
B Site visit, workshops & teambuilding
B Hydrogen Research Event
® Poster session
e Keynotes
‘ ‘ A Live participants: 15

This was the best experience in my academic career so
far. It helped me a great deal as a researcher to go
forward. | come back full of motivation & energy, ready A Participation per lecture:  20-48

to give It my absolute best! |/
together with the group to see how we can find
solutions and take steps forward for the problems that A Research event:
were handed to us in a critical way this week.
Mauro Daese - KULeuven , ,

A Registrations for livestream lectures: 96
A Access to tite recordings: 151
A Number of posters51

A Academic participant@7
A Industrial participants59




Workshops

Practice Video pitch




Workshops
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which does not emit CO2 during the process, ; ) . meaning hydrogen can be stored in these chemicals
= 3
and imagine a future where hydrogen is everywhere! that will make CO2 and hydrogen react,

:>C> — = . pockets of small grains and hard seeds

Hydrogen can be used to store energy

O i/
_>. i . And this is the scope of my work:
— N\ M\

www.behyfe.be/videopitches







More than 30
|IAB companies

TotalEnergies
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Secondments &
site visits




EPHYC

European PhD Hydrogen Conference

6 175 presentations
@ 87 institutions

19 countries
30 expertise posters

2024 first edition ever

bridging a gap

Only for PhDs, by PhDs

Skills building opportunity

Hydrogen Europe Research

High level industry sponsors

Legacy!
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Two main challenges to integrate renewables into the electricity system

Inverter




, , Hourly residual load
Theeduck curve 8357 MW -

A manifestation of the
mismatch between supply and
demand, represented by the
residual load (also called
minimum net load).

Hour of the day

24
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Theéduck curveis expec@o

Hourly residual load worsen over the time.
8357 MW r

What are the solutions? /\

r§?v

Optimizing dispatch N

Enabling industrial demand \/\

response ‘

> Enhancing flexibility of both \
Qonventional and VRE power 2030

Hour of the day

)
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Hourly residual load
8357 MW

Gas turbines offer multiple
operation advantages

Quick dispatchability \/\

High efficiency
Fast frequency response

Hour of the day

118
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Two possibilities to decarbonize gas turbine systems

:> Low carbon fuels Carbon Capture

@
N
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H, as fuel in a gas turbine

Air

? E‘: ‘% ‘. ases
wl..

Fuel

Wﬁ\ <ﬁ>



Lower heating

What differentiates H , from CH ,?

119.9 MJ/kgr

/ \ Fuel lower heating value
> Same energy input

@200 bar and 25°C s
) (>
)
N /_\. O

0 100% H-




Hydrogenmpacts GT performance

1.04

Higher Power
1.02 - Higher Efficiency
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Normalized TIT [-]

0.94 ~
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Lower Efficiency

0.90

0.0 0.2 0.4 0.6 0.8 1.0
Hydrogen Fraction [-]

Source: Lieuwen, T. (2022). Hydrogen Use in Gas Turbines: Operability, Emissions,
Efficiency [Slideshow] Georgia Tech.

122



Gas turbines size

> &Net xtput: 45 0 593MW Net output: 2 90 113MW Net output: 3.2 & 200 kW

< >.44 units ~ 232 units ~ 131 k units

\ mned electricity capacity in Belgium is about 26.2 GW (VRE + thermal power) 123



Simple Brayton cycle

wr 3 @< cc —™
C T G
Air J ot l—) Flue gas

Two shaft Brayton cycle
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Recuperated Brayton cycle

Fuel
Flue gas l
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We haveanalyzednultiple gas
turbine cycles and plan to explore
even more configurations.
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H, firing enhances the efficiency and power of all
configurations at constant exhaust temperature

g
7 =i
- N ' . é
w8 H o

O - Pig::@/yl O L &i':%,,,f&/’/”e
L I L I
0 1 0 1

Hydrogen fraction [-] Hydrogen fraction [-]




h

Process _.(\—

=

Vil
Vil

SAY
' ECO

EVAP



s

Hydrogen can enable some flexibility within the
evaluated systems.

without with
56.47 A duct firing duct firing
: System A 100% H, - TOT A A
) 100% H>, - TIT O L 2
) 31.761 100% H-, - Heat input w *
% A 100% CH, - Base @) ®
= 47.08 %
3 5
)
C 42.41 System B
]
=
& System C
37.73 y
A
O ¢
33.04- 0 o
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0.00 9.65 19.31 28.96 38.61 48.28
Heat to process [MWth]



Conclusion

Hydrogen improves the performance of the gas turbines and has the
potential to increase flexibility.

Integration of systems and efficiency improvements are key for
decarbonization

5
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An experimental and numerical
Investigation of CO2 diluted, oxy - fuel
combustion In a reciprocating engine using
mixtures of natural gas and hydrogen

25/03/25 UC Louvain -KU Leuven Mauro Daese




Visualization of the title

S
An experimental and numerical n

Investigation of CO2 diluted, oxy - I
fuel combustion ina reciprocating
engine using mixtures of natural
gas and hydrogen
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Visualization of the title

C O\ i
° ~ o
An experimental and numerical n

Investigation of CO2 diluted, OXY - I
fuel combustion In a reciprocating
engine using mixtures of natural
gas and hydrogen
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Visualization of the title

O,|+ CH | +|H, —»'Nl,‘//‘
an

An experimental and numerical
Investigation of CO2 diluted, OXY -
fuel combustion In a reciprocating
engine using mixtures of natural

gas and hydrogen
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Visualization of the title

O,|+/CH |+|H,|+|CQ »‘\\l‘//‘
i

An experimental and numerical
Investigation of CO2 diluted , oxy -
fuel combustion In a reciprocating
engine using mixtures of natural

gas and hydrogen

134
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Greenhouse and pollutant emissions:
CQ and NQ

C - 1L= ﬁ@eoﬁ ?Q

®

Why would this be interesting?

135
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Greenhouse and pollutant emissions:

e-CH,

Becomeset-zero
or negative

Why would this be interesting?

+/H,0 |+ CQ

b

Storage

136



Why would this be interesting?

ChH

CQ

Electrolyser

s

Greenhouse and pollutant emissions:

CQ and NQ

137



Thank you for your interest and attention!

Mauro Daese

Email: mauro.daese@kuleuven.be
Tel: 0479198278

S
O
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Alternative Electrocatalytic
Strategies for Fuel Cells and water
electrolysers

25.03.2025 0o Genk o8 Sohrab Pahlavan




High surface area nanomesh electrodes for application in

Proton exchange membrane fuel cells (PEMFCs)
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ﬁwmer network: \
Ptnanocatalyst o
Carbon current collector [ )

+ porous network

PEM GDL

H O,/air
2- — z
HZO_

Anode:  (HOR) 2H, = 4H* + 4e-
Cathode: (ORR) O, + 4H* + 4e- = 2H,0
Overall: 2H, + O, = 2H,0

)
0
N N

Ni Nanomesh 0 standard material at imec

Nanomesh side

QEA with carbon-supported catalyy

-

Pt coated Ni nanomesh electrode fabrication o
using Pt Electrochemical Atomic Layer deposition
Pt eALD

4 )

. J

* S.P. Zankowski and P.M. Vereecken, ACS Appl. Mater. Inte2@d&510, 44634-44644 141
* N. Plankensteiner et alMaterials Today Energ2@22 30, 101172



Comparison of Nanoparticle and Thin  -Film
Electrocatalysis
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Hydrogen Policy and <:> <:>

Infrastructure Analysis for
Industrial Decarbonization

Negar Namazifard

negar.namazifard@vito.be
Energy Systems Integration & Modeling (KU Leuven)
Unit Water and Energy Transition (  EnergyVille )

25/03/2025, IAB workshop day
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Context and Motivation

A holistic view of hydrogen supply chain/infrastructuseessential beside detailed analysis of individual
components/technologies

In the context of industrial decarbonizatipthe futurepotential hydrogen consumption and its geographical
distribution ishighly uncertain

Twoimportant criterionfor renewable hydrogen viability in industries:
Cost competitivenes®d 2 0 KSNJ RSOFND2YAlT FGA2Yy NRdAziS&a 6So3o:
EUlevel requlation and policig®.g., RED IIlI)

> ﬁ Research Questions:

. 1. What would be theyotential role of low-carbon hydrogen infrastructure

in industriakintensive regionswith limited renewable resource

> < > availability?

2.  What would be thampact of EUlevel policiesn the development low

< > . carbon hydrogen market?

145



Research Storyline

Developing and
integrating amuti-period
cost optimization model
(Hypatia) for longterm
hydrogen infrastructure
analysis:

A

GlISbasedmodel
setting

Capacity expansion
decisions

Highinterannual
temporal resolution

Pipeline
characteristics

Storage operations

)
N N

Belgian hydrogen
Infrastructureanalysis:
Linking TIMES BE output
to spatially-resolved

modelfor hydrogen infra
optimization

Industrial decarbonization
in trilateral chemical
regions:

Linkingbottom-up
industrial datasetwith
hydrogen infra
optimization model

s

Analyzing theeffect of
relaxing EU criterian
renewable hydrogen costs
and emissions

Integrated European
electricity and hydrogen
system based on
TYNDRO24data:

146



